URBAN STANDARD SPECIFICATIONS Tor PUBLIC IMPROVEMENT MANUAL
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GRANULAR PIPE /

BEDDING AS SPECIFIED

NOTES:

]
w
SANITARY SEWER £
TRENCH WALL pl
S
DQ
BACKFILL AS SPECIFIED Taw
=<
sy
45~ OR 30° BEND ZEE
SERVICE LINE =z
TEE ADE v o535
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I—— OB CAP OR PLUG
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1= DUCTILE IRON
| T= OR PVC SERVICE

o= 1" CONNECTION

UNDISTURBED SOIL

NEW SEWER MAIN BEDDING (SAME

MANUFACTURED WYE MATERIAL AS SPECIFIED
OR TEE ONLY FOR MAIN)

ADDITIONAL GRANULAR

EXISTING SEWER MAIN
STANDARD SADDLE CONNECTION
WITH ADAPTER FOR EXISTING
SEWER MAIN.

. USE FOR SERVICE CONNECTION WHEN SANITARY SEWER
DEPTH EXCEEDS 12.0 FEET.

2. FACTORY TEES OR WYES SHALL BE USED ON NEW CONSTRUCTION.

3. LONGITUDINAL DIMENSIONS OF GRANULAR BEDDING AROUND RISERS
OR TEE/WYE CONNECTIONS SHALL BE NOT LESS THAN I'-6"
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URBAN STANDARD SPECIFICATIONS Tor PUBLIC IMPROVEMENT MANUAL

R.O.W. LINE ——1’
10

ELBOW AT EDGE
OF TRENCH

LATERAL AGAINST
TRENCH WALL

REQUIRED
A) FOR MODERATE TRENCH DEPTH

R.0.W. LINE

SOUND BEDDING SUPPORT

R.0.W. LINE —)f
10

STANDARD
SolL
EMBEDMENT

B) RIGID SLEEVE FOR ANY TRENCH
(CONCRETE MUST SUPPORT SLEEVE)

UNDISTURBED
TRENCH BOTTOM

//)\\

O

SOUND BEDDING SUPPORT
REQUIRED

C) SLOPING LATERAL TRENCH-ANY DEPTH
(SLOPE AT I:IOR FLATTER)

SLEEVE
TO TOP

CRUSHABLE
PROTECTIVE ¢
SLEEVE LATERAL

AGAINST
TRENCH WALL

STANDARD SOIL
EMBEDMENT

D) CRUSHABLE SLEEVE-ANY DEPTH
(SLEEVE OF NEAR ZERO COLUMN STRENGTH)
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